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Tube Pullers

HYDRAULIC PUMP

Main Voltage

220V 60Hz
200V 50Hz

Nominal Pressure
20-700bar

Flow Rate
1st stage 2st stage

9.7lpm 1lpm
(70bar) (700bar)

Solenoid Main
Voltage Consumption
DC 24V 7.2A
Tank Volume Usable Volume
6liter 3liter
Ambient Max. Oil
Temperature Temperature
45 deg 60 deg

Motor Capacity

JTPP-700

s

> 25| UE £2|E AF|O|E HESYA
Enclosed fully solid state electronics.

> CZIE, obg20 2 70]7] MEd
Digital or Analog Pressure gauges

> DYYUE YRiYus

Highly Precise pressure setting valves.

> 020 2Y HWZtS 2| ofjofE2]
Air oil cooler for higher degree of oil cooling.

1.1kW
Oil Type I Application of equipment
IS0 VG 68 R
o0
Weight /\// \(*”
38kg ® Torque Wrench Tube Puller
(Without Oil)

Hydraulic Pump

JTPP-300

Oil Tank Capacity

Volts /Phase Power
DC 220V / 1Ph. 3hp 10 liter

Hyd.Hoses Dimensions .
SizexLength (WxLxH) Weight
linae 610x370x680mm 68kg

Twin Jack Hose




